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Product Description 

 
ALL-PURPOSE 4-WAY Is formulated to penetrate rust, 
lubricate, displace moisture and leaves parts with a 
protective anti-rust film. Our ALL-PURPOSE 4-WAY 
Penetrating oil quickly seeps into the frozen rusted parts 
to free them apart.  Its lubricating properties help to 
eliminate binding and breakage during disassembly.  
ALL-PURPOSE 4-WAY does not contain CFC’s, 
chlorinated solvents or silicones. 
 
 
 

Features & Benefits 

 Penetrates hard to reach places on Contact 

 Frees and lubricates frozen and rusted parts 

 Displaces moisture 

 Inhibits rust and corrosion and protects metal 
surfaces 

 Cleans and degreases tools and equipment 
leaving a protective film 

 Spray-any-Way valve allows you to spray with 
the can in any position for those hard to reach 
areas 

 Cleans grease and grime and minor rust off 
tools, leaves a protective film.  

 Supplied with an extension tube for spot on 
applications 

 
 
 

Applications include 

 
Any rusted or frozen connection, nuts and bolts, autos, 
trucks, factory machinery, marine applications, locks, 
hinges, corroded plumbing connections, gummed up or 
sticking mechanisms, rusted tools, rusted chains and 
cables, garage door rollers, and many other applications 
 
 
 
 
 

Typical Properties 

 

Property                                                          Value 
 

  Color Amber  

  
  Odor 
 Pleasant vanilla odor 

  Specific Gravity 0.8 

  Weight Per Gallon 6.6 lb/gal 

  Viscosity Very thin Liquid 

  RoHS Compliant 

  Toxicity Minimal Toxicity 

 

Cautions 

 
Read all information on labels and Safety Data Sheets 
prior to use. All products should be tested and evaluated 
for a particular purpose prior to use.  
 

GHS information (Bulk material only)  
Pressurized cans require GHS labeling. 
                          

                       GHS Panel  
  Classified as Non-Hazardous under  
        HazCom 2012(OSHA GHS)  
 Read SDS for additional information 
 

 
This information is based on information we believe to 
be reliable and accurate, but no guarantee of its 
accuracy is made for a particular application. We urge 
and recommend that Users pretest their application 
prior to incorporating the product into use and assume 
that the User will conduct such testing. Also see 
warranty statement on website. 
 

Available In: 

 
SIZE:  12 oz net wt.  AEROSOL CAN 
 P/N               17061 
 

NOT FOR SALE IN CALIFORNIA 
 


